
CODE OF GOOD PRACTICE
 for the Application of Polyurea

Designed and prepared
By

 PDA Europe 
First Edition October 2014

Abstract



2

Structure
 
 
-	 Raw material usage

-	 Product information

-	 Safety

-	 Surface prep

PURPOSE

 

- 	 Creating a manual of good practice for every type of business involved with polyurea 
	 has become an absolute necessity to keep organized, if we are to continue to provide clients 
	 with an impeccable service.

- 	 PDA Europe has commissioned the Italian Committee with this delicate task, given their 
	 experience over many years in other sectors which is reproducible in large measure here.

-	 The second phase is to agree on a type 10966 UNI EN regulation for resinous coatings.

-	 The aim of the manual is above all to be internationally applicable and to provide correct information 
	 on both theory and practice. 

WHAT IS THIS DOCUMENT

 
- 	 Generic ‘users manual’ for polyurea

 
Languages
-	 Italian, since this was the prime source
-	 English also available now
-	 More languages might follow ‘on demand’

 
To develop polyurea together
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Structure (cont)	  
 
-	 Equipment

-	 Application

-	 Quality control

WHAT IS THE BENEFIT ?

 
-	 Single document source

-	 Quick start manual for newcomers

-	 Reference for more experienced people

-	 Become more professional
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APPLICATIONS

 

-	 The fields of application or use of the polyurea are varied and it could be said that every day a new one 
	 is added, leading both manufacturer and operatives to study new products and new application  
	 technologies.

-	 Applications can be made on both new and existing substrates. In any case, you should always 
	 check every aspect before proceeding with an application of polyurea.

-	 Due to the nature of the application and all the different elements involved, it is highly recommended 
	 that all important information on the various steps of the application are correctly documented. 
	 An example of a “spray log document” can be found in annex 1.

PREPARATION OF THE SUBSTRATE

 
-	 The preparation of the surfaces to which the system will be applied is of fundamental 
	 importance for its final success.
 
-	 The preparation of a substrate depends on several factors that can basically be 
	 summarized as:
 
	 · Type of substrate
 
	 · State of substrate
 
	 · Coating cycle
 
	 · Total loads
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CONSTRUCTION DETAILS

 

-	 As often happens, the care in dealing with the details of a job then lead to the success of 
	 the work itself.
 
-	 In the code are some important construction details, which unfortunately often are ignored
	 and cause the failure of the job. 

-	 In the code we have found some that are the most common and frequent that you may encounter

-	 Vertical-horizontal or vertical-vertical fittings

-	 Fittings with discharges

-	 Connectors with any items off the laying surface

-	 Placement of vents

-	 Structural and/or control joints

-	 Closing elements of the waterproofing (parapets, flashings, etc.).

Some costruction details
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SETTING VARIOUS APPLICATIONS

 

-	 In the code are given guidelines for the proper execution of many projects, such as waterproofing,  
	 concrete protection, etc.. 
 
-	 In these cases the operating phases are indicated and illustrated with an image in the same section 
	 of the intervention

EQUIPMENT FOR POLYUREA

 
As is now known, for the application of the polyurea is necessary to operate with 
the particular machinery.
In the code are given the descriptions, the manner of use, and any special warnings.

Protection of concrete


